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MECHANICAL DRAWINGS

TEMPERATURE CHARACTERISTICS

MECHANICAL SPECIFICATIONS

QUALIFICATIONS AND CERTIFICATES

STC NOCTirradiance: 1000 W/m2 irradiance: 800 W/m2module temperature: +25 module temperature: +20 AM=1.5 AM=1.5

Cell type Mono crystalline 

Dimensions (A×B×C) 1690×1002×35 mm

Weight 19.0 kg

Frame Anodized aluminium alloy

Junction IP68, 3 diodes

 Connector MC4 Compatible

Output cables 4.0 mm²,Portrait:255mm(+)/355mm(-);
Landscape:1200mm

Nominal Operating Cell Temperature (NOCT) 45±2 °C

-0,380 %/°C

-0,280 %/°C

0.05% /°C

Maximum System

 

Voltage 1000V/1500V DC(IEC) 

Maximum Series Fuse 20A

Operating Temperature -40~+85 °C

Maximum snow load 
5400 Pa

NOCT

AB325-60MHC AB335-60MHC

Maximum Power (Pmax) 325W 335W

Shot Circuit Current (Isc) 10,02A 10,20A

Open Circuit Voltage (Voc) 40,6V 41,0V

Maximum Power Current (Impp) 9,51A 9,69A

Maximum Power Voltage (Vmpp) 34,2V 34,6V

19,19% 19,78%

Power Tolerance 0~+4.99W

AB325-60MHC AB335-60MHC

Maximum Power (Pmax) 238.8W 246,2W

Shot Circuit Current (Isc) 8,06A 8,21A

Open Circuit Voltage (Voc) 37,67V 38,04V

Maximum Power Current (Impp) 7,59A 7,73A

Maximum Power Voltage (Vmpp) 31,51V

AB330-60MHC

330W

10,11A

40,8V

9,60A

34,4V

19,49%

AB330-60MHC

242.5W

8,13A

37,85V

7,66A

31,69V 31,88V

PL06

AB-60MHC

(IEC 61215)

 

Pieces per Pallet 

Pallets per Container 

Pieces per Container

Container 40’HQ

26

884

31

20’GP 

12

360

30

1690х1002х35 mm

PACKING CONFIGURATION 


